y Acceptance National Specialist Team
Network Ra” Network Rail,
‘V// Floor 4, 40 Melton Street

London.

NW1 2EE
Acceptance Advice Note From: - Acceptance Specialist
(for Network Rail users) R SR 5 )

Email; peter.andersoni@networkrail.co.uk

Date: 16.10.06

This advice note provides appropriate background information and any specific action that may be required in
accordance with the attached certificate. It will enable you to meet your obligations in meeting the
requirements of the Network Rait procedure NR/CS/ACC/02% (formerly RT/LS/P/029).

Certificate Ref.

PAQ05/02964

Product
Rail Lifting Beam RLB-20

Manufacturer

Thomson Engineering

Landscaping Works, Foundry Lane,

Cinderford. GL14 2NX.

Telephone: Fax: Email:

Background/Reason for Issue
New acceptance of an attachment for use with road rail vehicles.

[NetworkRailaction _ ___ _ _ _ _
THE CERTIFICATE CONTAINS CONDITIONS TO BE COMPLIED WITH AND THESE SHOULD BE

READ BEFORE PROCUREMENT AND USE OF THE PRODUCT.

()

Acceptanhce Specfalist

Network Rail Infrastructure Lid Regisiered Office 40 Melion Streel, London NW1 2EE  Regisiered in England and Wales No. 2904587  www.networkrail co.uk
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Certificate of Acceptance

Certificate No: PAQ05/02964 Issue: 1 Date: 16.10.06
Effective date: 16.10.06 Page 1 of 4
Product: Rail Lifting Beam RLB-20

Manufacturer: Thomson Engineering

Landscaping Works, Foundry Lane,
Cinderford. GL14 2NX.

The product above is accepted for use on Network Rail infrastructure within the defined
scope of acceptance and any specific conditions in the certificate. Failure to abide by the
Lce.vrﬁf.r'r;al.‘e requirements may lead to acceptance by Network Rail becoming invalid.

Scope of Acceptance

For use as a road/rail vehicle attachment for lifting rails and S & C subject to the specific conditions
listed.

Specific Conditions:

Raif Lifting
¢ Only to be used to lift new or serviceable rails of up to 6m in length.
s lLonger lengths may also be [ifted where the rail is scrap and is marked accordingly.
1. Scrap rail up to 18.3m for flat bottomed rail
2. Scrap rail up to 9.2m for bullhead
Switches & Crossings
+ Lifting Beam may be used to handle scrap S & C only.

Authorised by:

W.NdY

Allan J Jones CEng, MIMechE
Head of Rail Vehicle Engineering

Network Rail Infrastructure Limited Registered Office 40 Melton Street London NWI 2EE Registered in England and Wales No. 2904587 www.networkrail.co.uk
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Certificate of Acceptance

Certificate No: PAQS/02964 Issue: 1 Date: 16.10.06
Effective date: 16.10.06 Page 2 of 4

SPECIFIC CONDITONS

MANUFACTURER

Thomson Engineering shall:

ensure that the latest relevant standards/ drawings are available and worked to, and that
the product is compliant.
notify the Network Rail Acceptance Specialist identified in the Acceptance Advice Note:
o within 48 hours, of any deficiencies affecting the product quality, functionality and
safety integrity of the product (inciuding corrective action undertaken or proposed).
o of anyintended change to the accepted product. Changes include:
a) a change to the product configuration (to the actual product or its application);
b) a variation to or addition of manufacturing locations or processes; and
¢} achange in the name or ownership of the manufacturing company.
provide operating and maintenance manuals to purchasers/users of the product.
provide training manuals and an appropriate level of training to purchasers/users of the
product.

USER CLAUSES

GENERAL

Users of the product are responsible for ensuring compliance with the certificate
conditions. If a condition is not understood guidance must be sought from the Acceptance
Specialist identified in the Acceptance Advice Note.

Each party in the Network Rail supply chain procuring and receiving the product is
responsible for ensuring that it is fit for purpose and that the application of use complies
with the scope of acceptance. Any product defect should be taken up immediately with the
supplier. If the defect is a design or manufacturing fault likely to affect performance and/or
the safe operation of the railway this shall be reported in writing to the Acceptance
Specialist identified in the Acceptance Advice Note.

Anyone becoming aware of a change to the product configuration (to the actual product or
its application}; and a variation to or addition of manufacturing locations or processes,
should inform the Acceptance Specialist in writing.

The equipment shail oniy be operated inside a possession that shall normally include any
adjacent lines. In situations where there are more than two lines, a risk assessment shall
be carried out to determine if the line separation is sufficient to permit some lines to remain
open to traffic.

Each beam shall have a valid LOLER certificate.

The beam shall only be attached to a certified L.O.L.E.R. lifting point on the machine.

The beam shall be subject to all applicable limitations on the Engineering Acceptance
certificate of the RRV to which it is attached.

The beam shall only be used with an RRV whose RCI indicator is active, and the lifting duty
is in excess of the beam/load in the most adverse condition.

Only the Crane Controller shail be responsible for setting the by-pass valve from the green
position to the red position.

The equipment shall only be operated in accordance with a Safe System of Work.

All staff required to use the equipment shall be suitably trained and, where appropriate,

Issued by HQ Acceptance NST, Engineering Directorate, Network Rail, 40 Melton Street, London NW1 2EE



Certificate of Acceptance

Network Rail
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Certificate No: PAD5/02964

Effective date: 16.10.06

gualified as competent to use it.
= Equipment shall be maintained in accordance with the manufacturer’s recommendations.
» Equipment shall be repaired / serviced by the manufacturer or its nominated agent only.

= Equipment operators shall wear appropriate PPE.

Date: 16.10.06
Page 3 of 4

PADS No.

PRODUCT CONFIGURATION
Part No. Description
RLB-20 Rail Lifting Beam

L

094/002030

ASSESSED DOCUMENTATION

Reference

IF-P-0003-06

- Thomson Rail acceptance submission [03.67.06 ){ 1

CERTIFICATE HISTORY

Y

Date and Applies
to Cert. issue No.

Interfleet Technology assessment against
GM/RT1310

03.07.06 1

Issue Number Date

Issue History

1 16.10.06

First accepted for use.

Issued by HQ Acceptance NST, Engineering Directorate, Network Rail, 40 Melton Street, London NW1 2EE
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Certificate of Acceptance

Certificate No: PAQ5/02964 Issue: 1 Date: 16.10.06
Effective date: 16.10.06 Page 4 of 4
DISTRIBUTION

Manufacturer Sponsor Agent

Thamson Engineering N/A N/A

Landscaping Works, Foundry Lane,
Cinderford. GL14 2NX.
thomson.rail@btconnect.com

Project Manager

Scott Harrison

Network Rail

York.
Scott.harrison@networkrail.co.uk

For PADS records

PADS Input Agent Mark Coley
National Railway Supplies Ltd, Crewe Serco Raildata Ltd, Derby
s.adams@natrail.com meoley@serco raiitest.co.uk

For Information/briefing

Peter Agnew (Programme Manager Scott Mayle (Maintenance Technology
Maintenance Technology) Analyst)

peter.agnew@networkrail co.uk scott mavie@networkrail.co.uk
WCRM

1 Eversholt Street, London
kapil.kara@networkrail .co.uk

Issued by HCQ Acceptance NST, Engineering Directorate, Network Rail, 40 Melton Street, London NW1 2EE



